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REINFORCING BARS
Bending Service Available
Available In:

Metric Grades 300 & 420, 
Grade 40, 60, No Grade
Weldable grades available upon request, 
A706

Stock 20’, 40’, 60’, and cut to size
2-1/2 to 3 Ton Bundles
Conforms to ASTM A615

3  .  .  .  .  . 1 0   .  .  0 .375  .  .  0 .376  .   .  7 .52
4  .  .  .  .  . 1 3   .  .  0 .500  .  .  0 .668  .   .  13 .36
5  .  .  .  .  . 1 6   .  .  0 .625  .  .  1 .043  .   .  20 .86
6  .  .  .  .  . 1 9   .  .  0 .750  .  .  1 .502  .   .  30 .04
7  .  .  .  .  . 2 2   .  .  0 .875  .  .  2 .044  .   .  40 .88
8  .  .  .  .  . 2 5   .  .  1 .000  .  .  2 .670  .   .  53 .40
9  .  .  .  .  . 2 9   .  .  1 .125  .  .  3 .400  .   .  68 .00
10  .  .  .  .  . 3 2   .  .  1 .250  .  .  4 .303  .   .  86 .06

Loop End Tie Wire 16 ga . 5000 pc ./coils
Lengths Available:  4-1/2”, 5”, 5-1/2”, 6”, 7”, 8”
Tying Tools For Loop End Tire Wire Available

 Imperial Metric  Diam
 Size Size mm Inches Lbs / Ft. 20’ piece Lbs


